
SHANDONG DAWN POLYMER Co., Ltd 

Dawnflex TPU DN-3098-T1 

常规信息 

材料特性 析出风险低，成型快，强度高 

应用市场 脚轮、注塑制品、鞋材 

外观形状 透明颗粒 

包装规格 25kg/包 

成型方式 注塑、挤出 

  

物性参数 典型值 单位 测试方法 

密度 1.23 g/cm3 ASTM D792 

邵氏硬度 98±2 A ASTM D2240 

拉伸强度 35 MPa ASTM D412 

100%定伸强度 14 MPa ASTM D412 

300%定伸强度 20 MPa ASTM D412 

断裂伸长率 400 % ASTM D412 

撕裂强度 160 KN/m ASTM D624 

成型建议 

成型条件  

干燥说明：在成型之前需要对粒子进行干燥，水分过大会导致材料外观不良、机械性能下

降及制品表面外观差。水分含量要求小于 0.05%。 

在 100℃以上温度进行干燥，可能会使材料在料筒处结块；若使用水份分析仪，其温度应设

在 100℃。建议如下工艺干燥： 

干燥条件 
干燥温度/℃ 干燥时间/h 

90-100 2-4 

加工温度 

注塑项目 温度 挤出项目 温度 

射嘴温度（℃） 225-235 射嘴温度（℃） 205-215 

料筒前部（℃） 220-230 料筒前部（℃） 200-210 

料筒中部（℃） 215-225 料筒中部（℃） 195-205 

料筒后部（℃） 210-220 料筒后部（℃） 190-200 

环境安全与储存：参见 SDS（材料安全数据表）；请务必保存在密闭、干燥、阴凉处。 

附加信息 

1. 以上性能为典型性能，不作为技术指标或协议。 

2. 以上工艺仅供参考，注塑机不同工艺参数也不同，请根据模具与制品形状具体调整 

山东道恩高分子材料股份有限公司 

地址:中国，山东省龙口市龙港经济开发区振兴路. 265703 

电话：(国际贸易) 0086-535-8868588;(国内贸易)0086-535-8833988 

 

 



SHANDONG DAWN POLYMER Co., Ltd 

Dawnflex TPU DN-3098-T1 

General information 

Material Properties Low risk of precipitation, fast molding, and high strength 

Application Market Shoes, Casters, Injection molded products 

Appearance Shape Transparent particles 

Packing Specifications 25 kg/bag 

Processing Method Injection，Extrusion 

Physical property parameters Typical value Unit Method 

Density 1.23 g/cm3 ASTM D792 

Shore Hardness 98±2 A ASTM D2240 

Tensile Strength 35 MPa ASTM D412 
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